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INSERTION METER HEAD ASSEMBLY INSTRUCTIONS

→ In order to remove meter head from the stem, the rotor assembly or internals must
first be removed to avoid damage.
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Figure 1: Disassembly/Assembly Drawing

ssembly of Internals: (see figure 1 for disassembly drawing)

1) Remove both lock nuts
2) Once lock nuts have been removed, carefully slide cone A, ball bearing 1, rotor, and ball

bearing 2 off the shaft.

: Before disassemble, make sure your environment is as dirt free as possible. Also try to handle
ings as little as possible.

ery important to maintain the order of the internals as they are removed. Do not flip or turn the
nals or they will not go back together correctly.

3) Remove the shaft and cone B from the meter head.
4) Once the internals have been removed the meter head can then be detached from the stem.

semble of Internals: (see figure 1 for assembly drawing)

1) Slide cone B onto the shaft.
2) Insert shaft and cone B into the meter head.
3) Screw on lock nut 2 in order to hold shaft and cone B in position.
4) Slide ball bearing 2 onto the shaft.
5) Slide the rotor on the shaft so that the “IN” burned on the rotor faces the direction of the
flow.
5) Slide ball bearing 1 and cone A onto the shaft.
6) Screw on lock nut 1

: When both lock nuts are on and tight make sure that cone A and cone B can not spin. (Do not
e over 2-in. lbs. Max.)
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INSERTION METER INTERNALS-CHECK FOR DAMAGE
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OTE:
f any part of the insertion meter internals appear damaged, contact the factory for
eturn instructions.

STEM

MOLEX

PICKUP COIL

METER HEAD

O-RING
ROTOR

BEARING (2 REQ'D)

FLEX LOCK NUT (2 REQ'D)

WAFER CONE

SHAFT
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DIS-ASSEMBLY

3) DISCONNECT MOLEX SPADES FROM TERMINAL STRIP.

4) REMOVE METER HEAD FROM STEM.

1) DIS-ASSEMBLE INTERNALS.

2) PERFORM VISUAL INSPECTION OF INTERNALS
   A) OBSERVE NO WEAR PATTERNS
   B) OBSERVE NO IMPACT DAMAGE
   C) CLEANLINESS, NO RESIDUE, ETC.

RE-ASSEMBLY
1) PLACE WAFER CONE ON SHAFT AND INSERT INTO
  METER HEAD. INSTALL LOCK NUT.

2) INSTALL BEARINGS IN ROTOR, SLIDE ONTO SHAFT.

3) PLACE STANDARD CONE ON SHAFT AND INSTALL
  LOCK NUT.

4) SPIN ROTOR AND OBSERVE SMOOTH ROTATION,
  NO WOBBLE.  OBSERVE ONLY CONTACT IS BEARING
  TO CONE PLATFORM.



INSERTION METER ILLUSTRATIONS
Standard Insertion Meter with Bell Reducer
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Insertion Meter with Fixed flange
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