
�


�
	
��
�
���
���
��
���


�
�

�
��
�


�
��
��
�
��
�
�
�
�
�
	
�

��ML-1800-3      09/04

Part
Description Number

Standard mating connector (2 pin) 80001200
used on Type S & T cable assembly

Water resistant connector (2 pin) 80001201
used on Type H cable assembly

Di-Mag connector (3 pin) used on 80001202
Type D cable assembly

Connectors are included
with cable assemblies
from GPI.  If you need
replacement connectors,
choose from the following:

Type “S” Standard Cable
(2 Conductor)

Cable Length Part No.

8 inch 83001001
5 feet 83001005
10 feet 83001010
15 feet 83001015
20 feet 83001020
25 feet 83001025
30 feet 83001030
40 feet 83001040
50 feet 83001050
75 feet 83001075
100 feet 83001100
125 feet 83001125

Type “H” Water Resistant
(2 Conductor)

Cable Length Part No.

8 inch 83003001
5 feet 83003005
10 feet 83003010
15 feet 83003015
20 feet 83003020
25 feet 83003025
30 feet 83003030
40 feet 83003040
50 feet 83003050
75 feet 83003075

Type “D” Di-Mag or RF
(3 Conductor)

Cable Length Part No.

8 inch 83002001
5 feet 83002005
10 feet 83002010
15 feet 83002015
20 feet 83002020
25 feet 83002025
30 feet 83002030
40 feet 83002040
50 feet 83002050
75 feet 83002075

Type “T” High Temperature
(2 Conductor)

Cable Length Part No.

8 inch 83004001
5 feet 83004005
10 feet 83004010
15 feet 83004015
20 feet 83004020
25 feet 83004025
30 feet 83004030
40 feet 83004040
50 feet 83004050
75 feet 83004075

GPI Cable Assemblies include the
connector.  Contact the factory for
cable lengths up to 2,000 feet.

Cable Assemblies
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Connectors

G Series Precision Accessories

GNT
Turbine
Meter

Magnetic
Pickup

Connector

Cable Assembly


